CLAIM AMENDMENTS 



Please amend the claims as foilows: 

Claims 1-126 (Cancelled). 

127. (Currently amended) A method for transmitting media content within and 
outside an entertainment venue including video from at least one of a plurality 
of in-play cameras at ieast one of a plurality of venue-based in-p!ay camera 
views for display with at ieast one of a plurality of authorized hand held 
devices, said method comprising the steps of: 

a transmitter transmitting the media content including venue activity 
statistics, venue activity interactive menu, audio feeds, event scheduling 
information, and encryption and at least one in-play camera view from at least 
one of a plurality of in-piay camera locations associated with each at least one 
in-play camera within said entertainment venue over a cellular 
telecommunications network for view i ng by and a 802.11 data network to at 
least one handheld device located inside and outside of the entertainment 
venue, said at ieast one handheld device including at least one of a plurality of 
video- and data-enabied cellular telephones and PDA PDAs capabilities and 
authorized to receive and process said media content at ieast one in play 
camera view , wherein said transmitter is responsible to upload said media 
content to said cellular communic ations network to distrib ute to the at least 
one handheld device, and wherein said at least one handhe ld device comprises 
said at least one cellular teiephone with onboard hardware ex plicitly 
responsible to parse and manipulate said media content for displaying on said 
at least one display in said venue; 
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processing said media content ot l e ast on e In p l ay camera v i ew for 

display on at least one of a plurality of displays associated with said at least 
one hand held device; and 

enabling said at least one display, to display said media content 
including at least one in-play camera view on said at least one said hand held 
device; 

a m e dia content comprising of: at lea st on e i n play camera view, vc n-ee 
activity stat i stics, — venue a ctiv i ty int eractive — m enu, audio feeds, — event 
scheduling information, and encryption; and 

sa i d transm i tt e r i s— r-es- pons i b i c to upload said med i a content to said 

c ell u l ar commun i catio ns net work to distr i bute to the ot l east one handhe ld 
device- wherein said at least one handhe l d device compr i ses sa i d ot least one 

cellular telephone w i th onboard hardware expl i citly responsible to parse and 

manipu l ate said media content for d isplaying on said at lea st one displa y in-said 

128. (Previously amended) The method of claim 127 further comprising the 
step of recording a particular in-play camera view of said at least one in-piay 
camera view transmitted from at least one in-play camera in response to user 
input at the at least one hand held device. 

129. (Previously amended) The method of claim 127 further comprising the 
step of storing a particular in-play camera view of at least one in-play camera 
transmitted from said at least one in-play camera in response to user input at 
the at least one hand held device. 

130. (Previously amended) The method of claim 128 wherein the step of 
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recording said particular in-p!ay camera view transmitted from said at least one 
in-play camera further comprises the step of storing said particular in-play 
camera view within a memory in said at least one hand held device, 

131. (Previously presented) The method of claim 128 wherein said particular 
in-play camera view comprises an instant replay. 

132. (Previously amended) The method of claim 127 wherein said at least one 
in-play camera location comprises a placement within at least one of: a race 
car competing within a racing venue, a helmet in a sport stadium. 

133. (Previously presented) The method of claim 127 wherein said venue 
comprises at least one of: a racetrack, sports stadium, amusement park, 
casino, concert venue. 

134. (Currently amended) A method of providing video entertainment 
comprising the steps of: 

capturing at least one of a plurality of in-play camera views from at least 
one of a plurality of in-play cameras located within a car racing venue for 
viewing by at least one of a plurality of handheld devices including at least one 
of a plurality of video- and data-enabled cellular telephones and personal digital 
assistants with 802.11 data communications P-DA-capabilities physically located 
within the racing venue and outside of the racing venue and authorized to 
receive and process said at least one in-play camera view; 

providing media content from a server at said entertainment venue 
including venue activity statistics, venue activity interactive menu, audio feeds, 
event scheduling information; 
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processing said media content and at least one in-play camera view for 
transport on a cellular telecommunication network to display on at least one of 
a plurality of displays associated with said at least one hand held device; 

processing said media content at least one in-play camera view for 
transport on a 802.11 data n etwork fo r display on at least one of a plurality of 
displays associated with said at least one hand held device; 

a transmitter/ receiver to transmit said media content and said at least 
one in-play camera view to said at least one handheld device physically located 
within the racing venue, wherein said at least one handheld device requiring 
authorization through decryption to receive and process said at least one sn- 
piay camera view; 

displaying said media content and said at least one in-play camera view 
on said at least one display associated with said at least one hand held device 
physically located within said racing venue and authorized to receive, process 
and display said at least one in-play camera view; 

a - m e d i- a - eont e nt- compr i sing o f: at least one i n play cam era-vtewr^efflie 
aet l v f ty — statistics, — v e nu e — activity — interactive — menu, — audio — fe e d s, — event 
schedu l ing i nformat i on - , -- e ncrypt i on/ and 

said transmitter/ receiver, compatible with said cellular 
telecommunications network and IEEE 802.11 frequencies transmission, and 
responsible to upload said media content and said at least one in-p lay camera 
view to at least one of said said cellular telecommunications network and a 
802.11 data network to further distribute said content to the at least one 
handheld device, wherein said at least one handheld device comprises said at 
least one cellular telephone with onboard hardware explicitly responsible to 
parse and manipulate said media content for displaying on said at least one 
display. 



Page 5 of 70 
U.S. Patent Application Serial No. 10/015,458 



135. (Previously amended) The method of claim 134 further comprising the 
step of recording a particular in-play camera view of the at least one in-play 
camera view captured by said at least one in-play camera within a said at least 
one hand heid device physically located within said racing venue and 
authorized to receive, process and display the at least one in-p!ay camera view 
captured at the racing venue, in response to a user input at said at least one 
hand held device. 

136. (Previously amended) The method of claim 134 further comprising the 
step of storing a particular in-play camera view of said at least one in-play 
camera view captured by said at least one in-play camera by said at least one 
hand held device physically located within said racing venue and authorized to 
receive, process and display said at least one in-play camera view captured at 
the racing venue, in response to a user input at said at least one hand held 
device. 

137. (Previously amended) The method of claim 136 wherein the step of 
storing said particular in-play camera view transmitted from said at least one 
in-play camera further comprises the step of storing said particular in-piay 
camera view within a memory in said at least one hand held device. 

138. (Currently amended) A method for transmitting in an entertainment 
venue,, from at least one of a plurality of venue based in-play cameras, at least 
one of a plurality of venue-based in-play camera views over a cellular 
telecommunications network and a 802.11 data communications network for 
display on at least-one-ef a plurality of hand held devices authorized to receive 
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the at least one in-piay camera view, said method comprising the steps of: 

transmitter/receiver transmitting at least one in-play camera view 
captured from at least one of a plurality of in-p!ay camera locations within said 
entertainment venue to enterprise equipment located at the entertainment 
venue; 

processing said at least one in-play camera view at said enterprise 
equipment for secure transmission to the at least one hand held device 
including at ieast one of a plurality of video- and data-enabled smart phones 
including cellular tc l cphone s-and PDA ca pabilities 802.11 wireless capabilities 
and authorized with at least one of a security code and data encryption to 
receive and display video on at l east one of a p luralit y of a disp l ays a 
touchscreen video display associated with said at least one hand held device; 
and 

securely transmitting through said transmitter/receiver at least one of a 
plurality of processed in-piay camera views of the at least one in-play camera 
view and media content including venue activity statistics, scores, audio feeds, 
and event scheduling information over 802.11 radio frequency transmissions 
and said cellular telecommunications network to said at least one hand held 
device-e o - mpr ist ng - s ai d at l east one cellu l ar te l ephone; 

a-media content-comprising of: at least one in piay -e am -e r a -v te wy - v e nu e 
act i vity — statistics, — v e nu e — activity — interactive — menu, — audio — feeds — e v e nt 
schedu l ing i nformat i on, and encryption; and 

said transmitter/re ceiver u p l o a ding said med i a content to said ce ll ular 
te l ecommunications network to distr i b ut e to t he at l east one handh el d device, 
where in sa i d at least on e handh e ld devic e com p rises said at least one ce ll u l ar 




l i pu l at c sa i d media content for displaying 



s ai d- at le ast 



display , 
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139. (Currently amended) The method of claim 138 further comprising the 
steps of: 

receiving said at least one processed in-play camera view and said 

media content at e n- s a i d at least one d i sp l ay assoc i at e d with said at the at 

least one hand held device; 

processing said at least one in-play camera view for viewing on said at 
le ast o ne touchscreen video display in response to user input on said 
touchscreen video display : and 

displaying said at least one processed in-pSay camera view on the at 
least one touchscreen video display. 

140. (Previously amended) The method of claim 139 further comprising the 
step of recording a particular in-play camera view of the at least one in-piay 
camera view received by said at least one hand held device in response to a 
user input at said at least one hand held device. 

141. (Previously amended) The method of claim 139 further comprising the 
step of storing a particular in-play camera view of the at least one in-play 
camera view received by said at least one hand held device in response to a 
user input at said at least one hand held device. 

142. (Previously amended) The method of claim 141 further comprising the 
step of storing said particular in-play camera view within a memory in said at 
least one hand held device. 

143. (Previously amended) The method of claim 138 wherein said at least one 
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in-piay camera location comprises a placement within at [east one of: a race 
car competing within a racing venue, a helmet within a sports stadium. 

144. (Previously amended) The method of claim 138 wherein said venue 
comprises at least one of: a racetrack, sports stadium, amusement park, 
casino, concert venue. 



145. (Currently amended) A method for receiving with a plurality of handheld 
devices located with in and outside of a venue video from at least one of a 
plurality of a venue-based in-play cameras and media content including 
statistics, scores and venue information , comprising the steps of: 

providing an entertainment venue including a plurality of venue-based 
in-pla y cameras located throughout the entertainment venue, at least one 
video and media content data server in communication with said plurality of 
venue-based cameras and data network communications between said video 
and media content data server and at l east one of a p l urality of venue base d 
in pla y ca m e ra vi e ws by at l east one of a plurality of hand held devices 
including at least one of a plurality of video- and data-enabled cellular 
smartphones telephones and PD A capabi l iti e s, including 802.11 wireless 
capabilities and authorized by at least one of a security code and data 

encryption to receive and dis play in-play camera views and adapt e d media 

content on a touchscreen video display to display said at least on e i n - p la y 

ea- m e r a -v ie w, said m e thod-eempr i sing the steps of: i 

receiving at least one in-play camera view and media content from said 
server at a smartphone including cellula r and 802 .11 communications and a 

through said data network communications w+th- from said entertainment venue 



Page 9 of 70 
U.S. Patent Application Serial No. 10/015,458 



via at least one of a t ra nsmitt e r over a cellular telecommunications network 

and a 802.11 data network, witb-said at least one hand held device authorized 
by at least one of said security code and encryption to receive said at least one 
of in-play camera view and media content ; 

processing said at least one in-piay camera view and media content for 
viewing on at l east one of a plural i ty of d isplays said touch-sensitive display 
associated with said smartphone at least o ne -h a nd - h el d -d e v i e e; 

displaying at l east one of a plurality of proc es s e d-m -p kiy camera views 
ef-said at least one in-play camera view and said media content on at l east one 
said touch sensitive video display in response to user input on said touch 

thereby enabling said at least one hand-held device users to view said at lea st 

one in play camera view throu gh s aid at least one hand held device- authorized 

by at- least one security code- to receive sa i d at least one in p l ay camera view f 

ee m f >M i ng m e d i a content compris i ng of: at least one in play camera 

vie w , v e n ue act i v i ty statist i cs, venu e activity interactive menu, audio feeds, 
event sch e dul i ng - i nformat i on, and encryption; and 

said — transmitt e r — up l oading — said — media content — to — said — ce ll ular 

communications n etwork to distr i but e t o th e at le ast on e - handh el d d e v i e e-,- 

w hercin sa i d at l east one handheld dev i e e ■ compr i s e s - sa i d at least-one- celluiar 

tcle p ho n e — with — onboard — hardwar e — expl icit l y — r e spo n sib le — to — pafse — aftd 
manipu l ate said med i a content for disp l ay i ng on said at l e a st one d isp l ay , 

146. (Currently amended) The method of claim 145 further comprising the step 
of recording a particular in-play camera view of said at least one in-piay 
camera view received by said at least one hand held device in response to a 
user input on said touch sensitive video dis play at- said at l east one hand he l d 
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147. (Currently amended) The method of claim 145 further comprising the step 
of storing a particular in-play camera view of said at least one in-play camera 
view received by said smartphone at least o ne hand held dev i ce in response to 
a user input on said tou c h sensitive display screen -^sal d at least one ha nd 
he l d device, 

148. (Currently amended) The method of claim 147 further comprising the step 
of storing said particular in-play camera view within storage media in said 
smartphone a t- le a s t - o n e h and he I d d c vice . 

149. (Previously amended) The method of claim 145 wherein at least one of a 
plurality of in-play camera locations of said at least one camera comprises a 
placement within at least one of: race car competing within a racing venue and 
a helmet in a sports stadium. 

150. (Previously amended) The method of claim 145 wherein said venue 
comprises at least one of: a racing venue, a racetrack, a sports stadium, an 
amusement park, a casino, and a concert venue. 

151. (Currently amended) A system for securely transmitting live video , 
recorded video, performer information and venue informationt n- from a live 
entertainment venue; comprising : 

an entertainment venue including access to data communications 
networks, at least one data server, at least one wireless data network 
transceiver and access to over a cellular telecommunications network; 
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from at- least- one-ef a plurality of venue-based in-play cameras located 
throughout the entertainment venue providing , at le ast o ne of a plurality of 
venue-based in-play camera views to said data server for formatting and 
transmission to at least one of a plurality of wireless hand held devices located 
within and outside of said entertainment venue , wherein said at least one of a 
plurality of wireless hand held device s includes at a touch sensitive display 

screen , incorporates at least one of a p l ura l ity o f display s , and further said at 

least one handhe l d includes -- at le ast on e o f a p lura li ty of video and data 
e n a b led cellular telephones and PDA capabilities, 802.11 wireless capabilities 
and is_authorized to receive and process said at least one in p l ay camera vie w 
live video, recorded video, perfor mer information and venue information 
accessed from said video server , sa i d system further compr i sing: .;, 

a 802.11 transmitter adapted to securely transmit live video, recorded 
video, performer information and venue information accessed from said video 

server at l east one in p l ay camera view from at least one of a plurality of- in- 

p l ay-eam era- l ocations w i th i n the l ive- e nt e rta i nm e nt - v e nu e to said at least one 
of a plurality of wireless hand held devices an d authorized to re c ei v e an d 
proc e ss sai d at least one in play cam e ra view ; and 

processor for processing said at least one in-play camera view for secure 
transmission by said transmitter to said at least one of a plurality of wireless 
hand held devicest 

a media co n t e nt comprising of: at l east one in p l ay camera view, venue act i vity 
st a tist ic s, venue act i v i ty data m e n u, audio f ee d s- , e v en t sc heduling in form a tion, 
a nd e ncryption; and 

sa4 d transmitter respons ible to up l oad sa i d media c o n t ent to said cellular 

wh e r e in-said at l east one handheld device compr i s e s-sa i d at-least one cellular 
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t ele phon e — with — onboard — hardware — exp l icit l y — respons i b le — to — pafse — ane 1 
man i pu l ate said media content for disp l ay i ng on th e at le ast on e displa y . 

152. (Cancelled) The system of claim 151 further comprising said at least one 
wireless hand held device located within said entertainment venue and adapted 
to securely receive said at least one in-play camera view transmitted by said 
transmitter and to process said at least one in-play camera view for display on 
said at least one display associated with said at least one wireless hand held 
device. 

153. (Currently amended) The system of claim 152, said at least one of a 
plurality of wireless hand held devices further comprising a recorder for 
recording a particular in-play camera view of said at least one in-play camera 
view transmitted by said transmitter and received by said at least one of a 
plurality of wireless hand held devices in response to a user input on said touch 
sensitive display screen at said at least one of a plurality of wireless hand held 
devices. 

154. (Currently amended) The system of claim 152, said at least one of a 
plurality of wireless hand held devices further comprising storage media for 
storing a particular in-play camera view of said at least one in-play camera 
view transmitted by said transmitter and received by said at least one of a 
plurality of wireless hand held devices in response to a user input at said at 
least one of a plurality of wireless hand held devices. 

155. (Previously amended) The system of claim 154 wherein said storage 
media further comprises a memory location. 
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156. (Previously amended) The system of claim 151, further comprising said at 
least one in-play camera located within at least one of: a race car competing 
within a racing venue, and a helmet in a sports stadium. 

157. (Previously amended) The system of claim 151 wherein said live 
entertainment venue further comprises at least one of: a racetrack, a sports 
stadium, an amusement park, a casino, and a concert venue. 

158. (Previously amended) The system of claim 175, said at least one hand 
held device further comprising a recorder for recording a particular in-play 
camera view of the at least one in-play camera view transmitted from said at 
least one in-play camera, in response to a user input. 

159. (Currently amended) The system of claim 175, said at least one of a 
plurality of hand held devices further comprising a storage mechanism for 
storing a particular in-play camera view of the at least one in-play camera view 
transmitted from said at least one in-play camera, in response to a user input. 

160. (Previously presented) The system of claim 159 wherein said storage 
mechanism comprises a memory location. 

161. (Previously presented) The system of claim 160 wherein said memory 
location further comprises storage media. 

162. (Previously amended) The system of claim 175, wherein at least one of a 
plurality of in-play camera locations of said at least one in-play camera 
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comprises a placement within at least one of: a race car competing within a 
racetrack, and a helmet in a sports venue. 

163. (Previously amended) The system of claim 175, wherein said live 
entertainment venue further comprises at least one of: a racetrack, a sports 
stadium, an amusement park, a casino, and a concert venue. 

164. (Cancelled). 

165. (Currently amended) The system of claim £64-151, said at least one of a 
plurality of wireless hand held devices further comprisingi 

security module authorizing said at ieast one of a plurality of wireless 
hand held devices author i zed to receive, process and display the at least one 
in-play camera view and located in said entertainment venue, said- at ieast one 
hand he l d device inc l uding : 

satd- a touch sensitive display for displaying at ieast one of a plurality of 
processed in-piay camera views selectable via said touch sensitive display of 
sa i d at l east one in play camera view ; 

an 802.11 radio frequency receiver for securely receiving said at least 
one processed in-play camera view; 

a cellular data communications fink for accessing remote venue 
entertainment data from remote servers; and 

a processor for processing said at ieast one in-play camera view and 
remote venue entertainment data for display on said display included with said 
at least one hand held device. 

166. (Currently amended) The system of claim 165, said at least one of a 
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plurality of wireless hand heid devices at-- least-en e-w4fe)ess h and he l d dev tee 
further comprising a storage mechanism for storing a particular in-play camera 
view of said at least one in-play camera view transmitted from said at least one 
in-play camera in response to a user input on said touch sensitive dispiay 
screen . 

167. (Previously presented) The system of claim 166 wherein said storage 
mechanism further comprises a memory location. 

168. (Previously presented) The system of claim 167 wherein said memory 
location comprises removable storage media. 

169. (Previously amended) The system of claim 164 wherein said enterprise 
equipment is located in at least one of: a racetrack, a sports stadium, an 
amusement park, a casino, and a concert venue. 

170. (Currently amended) A system for receiving, from within an 
entertainment venue, from at least one of a plurality of entertainment venue- 
based in-play cameras, at least one of a plurality of venue-based in-play 
camera views for display on at least one of a plurality of displays located on at 
least one of a plurality of wireless hand held devices- - t ne l ud i ng-at - 4 e a s- t - en e -of-a 

p l urality of video and data enabled cell-ular telephones and -- P£>A -- €apab ili fc ie s; 

802.11 wireless c a pabi l it i es, a touch screen disp l ay and author i zed to receive, 

pre e e ss — a nd d is play th e a t l east o ne in ploy camera v i ew , said system 

comprising: 

at least one server processing storing multimedia content including video 
and performer information recorded or maintained at a live entertainment venue; 
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a plurality of wireless hand heid devices including cellular wireless 
capabilities, 802.11 wireless capabili ties, a touch screen display and authorized to 
receive, process and display said multimedia content obtained from said at least 
one server at Icost one wireless hand hold dev i ce inc l uding sa i d at Icos^one cellular 

tel e p hon e aut horiz e d— t-o receive, process and disp l ay- th e a t l east one in play 

camera views, said receiver adapted for securely receiving-satd at least one in p l ay 

c a m e ra vi e w provid e d through a serv e r and tran s mitt e r/recicver, wherein said 

trafi s m it t - erT^eee t ve r -hav i ng cellular- and 802,. 1.1 radio fr e qu e n c y cape- biiit i c s^ from 

at least one i n p l ay camera leeafced at said- entertainment -venue ; 

a processor in said plurality of wireless hand heid devices at l east on e 
wire l o ss-ha nd hc i d - d e v iee-authorized to receive, process and display the at least 
one in-play camera view, said processor adapted for processing said media content 
including video a t- ie a s ^& B e in-p l ay camera v i ew securely received by said receiver 
with an authorization code for secure viewing of said media content including video 
at l east one in play camera v i ew on said ot l east one touch screen display 
associated with said plurality of wireless hand held devices at least one wireless 
hand hold device ; and 

saM a_transmitter/receiver transmitting said multimedia content including at 
least one in-play camera view from at least one of a plurality of in-play camera 
locations associated with each at least one in-play camera within said 
entertainment venue from said at least one server over at least one of a 802,11 
data network or a cellular telecommunications network for viewing by said plurality 
of wireless hand held devices a t l ea st one w i re l es s -han4 - he l d - d e v -ie e ; 

media content comprising of: at least one in play camera view, venue 
activity statistics, venue act i vity interocft v e-memj , audio fe eds, event scheduling 
informat i on, and encryption; and 
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wherein said transmitter/receiver is responsible to upload said media 
content to said celluiar telecommunications network to distribute to the plurality of 

toast onc-h-andheld d e vic e com p ris e s said ot l east one ce l lular te l e p hone with 

onboard hardware explic i tly respwsfbte-te— pa rse and manipu l at e s a i d — m eefo 

cont e nt - far displaying on the at l east one d isplay. 

171. (Previously amended) The system of claim 170 further comprising a recorder 
adapted to record a particular in-play camera view of said at least one in-play 
camera view received by said plurality of wireless hand heid devices at least one 
w i r eless- hand held device in response to a user input. 

172. (Previously amended) The system of claim 170 further comprising a storage 
mechanism adapted to store a particular in-play camera view of said at least one 
in-play camera view received by said plurality of wireless hand held devices aHeast 
one wireless hand he ld d ev i ce in response to a user input. 

173. (Previously presented) The system of claim 172 wherein said storage 
mechanism comprises a memory location. 

174. (Previously presented) The system of claim 173 wherein said memory location 
comprises storage media. 

175. (Cancelled). 
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